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QUICK 
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IDENTIFY & SECURE
This truck is an autonomous Freightliner Cascadia  
operated by Torc Robotics, an independent  
subsidiary of Daimler Truck AG.

The truck can be identified by Torc branding,  
sensors and cameras mounted to the cab and roof.  
USDOT info is also found on each side: #3811919 –  
405 Partnership Dr. Blacksburg, VA 24060.

Torc support personnel will be in the cab, on foot  
near the truck, or in an escort vehicle nearby. First  
Responders can reach remote Torc support by calling 
1-888-429-6916. This phone number, along with a QR code 
linking to this plan, is displayed on both sides of the tractor. 
Full guides can be located in each door pocket.

Scan for full  
First Responder  
Interaction Plan and 
additional information.

If no support personnel are present to ensure that the 
ADS is disabled and the truck remains stationary, the 
following steps should be taken in sequence:
1.	 Call 1-888-429-6916 to notify Torc support personnel.

2.	 Retrieve the wheel chocks from the driver side 
baggage compartment and chock the wheels. The 
compartment can be opened by pulling the handle 
immediately inside the driver side door. If hazard 
warning devices are necessary, they can be found in 
the same location.

3.	 Press the yellow Emergency Manual Override (EMO) 
button located on top of the dashboard to disable the 
ADS system.

4.	 Apply the parking brake by pulling both the red and 
yellow brake switches.                                     CONTINUED >

EMO Button

Parking brake switches

Emergency Contact
Torc’s First Response Team
1-888-429-6916



OTHER IMPORTANT INFORMATION           
Indicator for Cab Occupancy: If the door  
indicator AUTONOMOUS is present, there are  
no occupants in the cab. This indicator will be  
present on both the driver-side and passenger- 
side doors, just below the handle.

Cab Access and Occupant Capacity: The  
autonomous Freightliner Cascadia truck seats a  
maximum of four people and has two points of  
entry: the driver-side door and the passenger- 
side door.

Stored Energy: The Torc Autonomous Freightliner  
Cascadia has multiple types of stored energy,  
Including battery banks, diesel tanks, and compressed air.  
   • Two diesel fuel tanks located beneath the cab on either side. 
   • 12V lead acid batteries located under driver side door and underneath the rear catwalk. 
   • Stored compressed air found in four tanks located beneath the cab.

Towing: Ensure the ADS is fully disabled.  There are no ADS features to consider when detaching a 
trailer from the tractor; all ADS hardware is located on the tractor. If the truck is drivable, a qualified 
Torc driver should move it. If a driver is unavailable and the truck is not impeding traffic, contact 
Torc’s remote assistance at 1-888-429-6916 to dispatch a driver as soon as possible. 

Fire: Standard firefighting protocols can be utilized.  A fire extinguisher can be found  
inside the cab mounted directly behind the driver-side seat.
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5.	 Turn the ignition OFF.

6.	 Turn all six battery disconnects (two inside 
access panel below driver steps, two on 
either side of catwalk in rear of truck) to the 
“off” position.


